Printing on a PSi Laserprinter using the CUPS System

SECTION 1: Adding a custom paper format to the PPD

Open the psi_laserprinter_new.ppd with a text editor. The PPD contains the
following default section where custom paper formats must to be added to
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Begin Custom Paper Definitions

L

T=z= "cup=ssize” to antogenerate custom papers

*
PR

k.3
#*penlll *PageSize: PickOne

*rderlependency: 10 AnvSetup *#PageSize

*#[Dzefaul tPageSize: Ad

*PageSize Ad- A4 Fanfold: "<<-PageSize[594 B64]<ImagingBBox null::setpagedevice"
#*PageSize 8.5x12-8 .5x12 inch: "<<- PageSize[6lZ2 864]-ImagingBBox null::setpagedevice"
#*PageSize 14x12-14x12 inch: "<< PageSize[l1008 864]-ImagingBBox null::setpagedevice"
#*_lo=elll: *PageSize

*#*Jpenlll *#PageRegion: PickOne

*rderDependency: 10 AnvSetup *PageRegion

#*[D=faul tPageRegion: Ad

#*PageRegion Ad4-44 Fanfold: "<<~ PageSize[594 864]-ImagingBBox null::=s=etpagedevice"
#*PageRegion 8.5x12-8 5xl2 inch: "<<-PageSize[6l2 864]-ImagingBBox null::=s=etpagedevice"
*Pagefegion 14x12-14x12 inch: "<{({ PageSize[1008 264]<ImnagingBBox null::setpagedevice"
*#_]1o=elll: *PageRegion

*#*[Dz=faultInageableirea: Ad

#*Imageablelirea Ad-A4 Fanfold: "0.00 0.00 594 00 864 00"

#*Imageableirea 8 .5x12-8 5x12 inch: "0.00 0.00 812.00 8c4.00"

*Inmageableirea 14x12-14x12 inch: "0.00 0.00 1008 .00 854 .00°

*#[Dzefaul tPaperlinension: Ad

*PaperDimension Ad-Ad Fanfold: "594.00 8ed. 00"

*PaperDimen=ion 8 . 5=xl12-8 . 5xl12 inch: "612 .00 8cd4. 00"

#*PaperDimnension 14x12-14x12 inch: "1008.00 864 . 00"
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End Cu=stom Paper Definitions=

*

Tz "cup=ssize.eZe” with Windows or "cupssize" on Linux
to autogenersate custom paper formats

*
PRI

*

On a MS-Windows PC start cupssize.exe.

-

] CUPS Custom Format Creator = | =] ¥

Druckbreitedlmagewidth  Seitenlange/Pagelength

8.25 L} 12 Berechnen / Calculate

K.urzniame / Short Mame B ezchreibung/Description

Bde 84 Fanfold




Description
Imagewidth : printable width of the paper excluding remeliner

Pagelength : the length of a single page
Short Name: a short description of the form you want to generate (no blanks!)
Description : the long description of the form

If the settings are all done press the Calculate button

[: CUPS Custom Format Creator = | = 22 W
L 1

cupssize =

*PageSize 12inch_test/12 inch Testform: "< </Page5ize[300 864]/ImagingBBox null}}setpagec%rice" COPIED TO CLIPEQARD !!

*PageSize 12nch test/12 inch Testform; ‘FPageSize : »zetpagedevice”
*FPageReqion 12inch_test/12 inch Testform; << /PageSize[300 364]/ ImagingB B ox null: > zetpagedevice’
*Imageabledrea 12inch_test/12 inch Testform: "'0.00 0,00 900.00 864.00"

“PaperDimenzion 12inch_test/12 inch Testfarm: 300,00 864.00"

by double click on the first list entry and confirming with OK button the text line will
be copied to the clipboard. Switch to the ppd and paste the new line after the last
entry of PageSize

*FageSize Ad-Ad Fanfold: "<¢s FageSize[594 B64]-ImagingBBox null::=zetpagedevice”

*PageSize 8 5x12-8 5xl12 inch: "< PageSize[6l? 864 ] ImagingBBox null::=etpagedevice”

#FageSize 14x12-14x12 inch: "<<-PageSize[1008 B64]-ImagingBBox null::ssetpagedevice"

*FageSize 1Z2inch test- 12 inch Testform: "<< PageSize[900 864]-ImagingBBox null::setpagedevice"
*#_1lo==lUl: *PageSize

Repeat these steps also for PageRegion, ImageableArea and Paper Dimension. The
PPD section should afterwards look like this

*#0penll *#PageSize: PickCne

*#0rderDependency: 10 AnvSetup *#*PageSize

*Defaul tPageSize: Ad

*#PageSize Ad-A44 Fanfold: "<<-PageSize[594 2364]-ImagingBBox null::=setpagedevice"
*PageSize 8. 5xl12-8 CxlZ inch: "<<sPageSize[612 864]-ImagingBBox null::setpagedevice"
*PageSize 14ml12-14x12 inch: "<<-PageSize[l1008 864]-ImagingEBox null:rsetpagedevice”
*PageSize 17inch_test-12 inch Testform: "<<~PageSize[900 864]-ImagingBBox null::setpagedevice"
*#_]lozelll: *PageSize

#0penlll #FPageFegion: Fickine

*0rderDependency: 10 AnvSetup *PageRegion

*#Defaul tPageRegion: A4

*PageRegion A4-A4 Fanfold: "<<¢sPageSize[594 864]-ImagingBBox null::=setpagedevice"
*PageRegion 8.5xl1:Z-8.5xl: inch: "{¢sPageSize[tlZ 364]-ImagingBBox null::=etpagedevice”
*PageRegion 14xl2-14=x12 inch: "<<-PageSize[1008 864]-ImagingBBox null::=etpagedevice"
*PageRegion l12inch_te=st~s12 inch Testform: "<<-PageSize[900 864 ]-ImagingBBox null::rszetpagedevice"
#_1o=elll: *#PageRegion

*Defaul tInageablebrea: Ad

*Inageableirea Ad-hd Fanfold: "0.00 0.00 594 .00 364 . 00¢

*Imageabledrea 8 Sxl12-8 Exl1? inch: "0.00 0.00 e12. 00 8e4. 00"

*®Inageabledirea 14x12-14x12 inch: "0.00 0.00 1008.00 S8o4.00"

*Imageabledrea 12inch test-12 inch Testform: "0.00 0.00 900.00 &ed 00"

*Defaul tPaperDinension: Ad

*PaperDinension Ad-44 Fanfold: "594 .00 864 .00

*PaperDimnension 8. 5x12-8 Gxl12 inch: "612.00 864 00"

*PaperDinension 1l4mxl12-14xl12 inch: "1008.00 8&54.00"

*PaperDinension lZinch test- 12 inch Testform: "900.00 864 00"

Save the PPD to install it



SECTION 2: Installing the printer driver

The CUPS (Common Unix Printing System) must be fully installed.

Open a webbrowser (e.g. Firefox) and enter localhost:631 to enter the CUPS
administration panel. Choose Adding Printers and Classes

G Home-cUPs 1.53

& =P |@ localhost:63

G Home Administration

CUPS 153

Classes

Online Help

CUPS is the standards-based, open source printing system developed by Apple Inc. for Mac OS® X and other UNIX"-like operating systems.

CUPS for Users

Overview of CUPS
Command-Line Printing and Options
What's New in CUPS 1.5

User Forum

...choose Add Printer

CUPS for Administrators

| Adding Printers and Classes|

Managing Operation Policies

Printer Accounting Basics

Server Security

Using Kerberos Authentication

Using Network Printers

cupsd.conf Reference

Find Printer Drivers

(23 Home Administration Classes Online Help
Printers Server
l Add Printer I, Find New Printers || Manage Printers | | Edit ConfigurationFile || View Acc
Server Settings:
Classes 9

| AddcClass || Manage Classes |

Jobs

| Manage Jobs |

RSS Subscriptions

Advanced »

") Show printers shared by other s'

[} Share printers connected to this
) Allow printing from the Inter

) Allow remote administration

7} Use Kerberos authentication (F/

71 Allow users to cancel any job (n

[l Save debugging information for

| Change Settings |

| Add RSS Subscription |




...choose AppSocket/HP JetDirect and press Continue

C Home Administration Classes Online F

Add Printer;

Local Printers: O LPT #1

? HP Printer (HPLIP)
7 HP Fax (HPLIP)
Discovered Network Printers:

Other Network Printers: ' Internet Printing Protocol (ipps)
! Internet Printing Protocol (ipp14)
piernet Printing Protocol (ipp)

©| AppSocket/HP JetDirect
(htips)

' Internet Printing Protocol (http)

' LPD/LPR Host or Printer

' Windows Printer via SAMBA

' Backend Error Handler

' ThinPrint Printer for VMware

! ThinPrint Gateway Printer for VMware

| Continue |

Enter enter socket://IP_of _Printer:9100 in the Connection field where IP_of_Printer
represents the actual network address of your PSi laser printer. Press Continue

Add Printer

COFII'IECﬁOﬂllsocket:fﬂ?z.zo.1 1.23:9100 I

Examples:

http://hostname:631/ipp/
http://hostname:631/ipp/portl

ipp://hostname/ipp/
ipp://hostname/ipp/portl

lpd://hostname/queue

socket://hostname
socket://hostname: 3100

See "Network Printers” for the correct URI to use with your printer.

| Continue |

Provide printer name and additional descriptions
Add Printer

(May contain any printable characters except "/, "#", and space)
DESCﬁPﬁO":?ri:ter in Customer Support
(Human-readable description such as "HP LaserJet with Duplexer")
Location: c=
(Human-readable location such as "Lab 1")
Connection: socket/172.20.11.23:9100
Sharing: [ Share This Printer

| Continue |



...Browse for the PSi device driver PPD and press Add Printer

Add Printer

Name: PP4060_CS
Description: Printer in Customer Support
Location: CS
Connection: socket:/172.20.11.23:9100
Sharing: Do Not Share This Printer
Make:  panasonic =
PCPI
QMs
Raven
Raw
Ricoh |
Samsung | |
savin

Seiko
Sharp -

| Continue |

Or Provide a PPD File:

| Add Printer |

psi_laserprinter_new.ppd

Make sure to use the correct resolution for your printer as 600dpi is only provided
with printer model PP 3034 !

Administration Classes Online Help

s for PP4060_CS

‘olicies

General

Media Size: | A4 Fanfold :

]

Profile Selection:  profile1 :|

Resolution: | 300ppl *|

Smoothing: © Off @ On

| Set Default Options |

...select Maintanance and Print Test Page to check installation

PP4060_CS (ldle, Accepting Jobs, Not Shared)

[ Print Test Page ] | Administration

=

Maintenance er in Customer Support

Print Test Page

Pause Printer

Reject Jobs Laserprinter Driver PCL5e, 1.1 (color, 2-sided printing)
Move All Jobs

cancel All Jobs et’172.20.11.23:9100
Defaults: job-sheets=none, none media=iso_a4_210x297mm sides=one-sided




