
Printing on a PSi Laserprinter using the CUPS System

SECTION 1: Adding a custom paper format to the PPD

Open the psi_laserprinter_new.ppd with a text editor. The PPD contains the 
following default section where custom paper formats must to be added to

On a MS-Windows PC start cupssize.exe.



Description
Imagewidth : printable width of the paper excluding remeliner
Pagelength : the length of a single page
Short Name: a short description of the form you want to generate (no blanks!)
Description : the long description of the form

If the settings are all done press the Calculate button

 
by double click on the first list entry and confirming with OK button the text line will 
be copied to the clipboard. Switch to the ppd and paste the new line after the last 
entry of PageSize

Repeat these steps also for PageRegion, ImageableArea and Paper Dimension. The 
PPD section should afterwards look like this

Save the PPD to install it



SECTION 2: Installing the printer driver

The CUPS (Common Unix Printing System) must be fully installed.

Open a webbrowser (e.g. Firefox) and enter localhost:631 to enter the CUPS 
administration panel. Choose Adding Printers and Classes

...choose Add Printer



...choose AppSocket/HP JetDirect and press Continue

Enter enter socket://IP_of_Printer:9100 in the Connection field where IP_of_Printer 
represents the actual network address of your PSi laser printer. Press Continue

Provide printer name and additional descriptions



...Browse for the PSi device driver PPD and press Add Printer

Make sure to use the correct resolution for your printer as 600dpi is only provided 
with printer model PP 3034 !

...select Maintanance and Print Test Page to check installation


